
MATERIAL SAFETY DATA SHEET Nt-'l;A 1-/~ 

FOR COATINGS, RESINS AND RELATED MATERIALS 

DATE OF PREP. 1-13-78 
(Approved by U.S. Department of Labor ··essentially Similar·· to Form OSHA-20) 

~fJ Section I 

MANUFACTURER'S NAME U. S. Paint Lacquer & Chemical Company 

STREET ADDRESS 2101 Singleton Street CITY.STATE.ANDZIPCODE St. Louis, Missouri 63103 

EMERGENCYTELEPHONENO. (314) 621-0525 

PRODUCTCLASS Aliphatic Polyurethane MANUFACTURERS CODE IDENTIFICATION 9 2-B-1-C 

BLA e,R. fJLD ~.5 
TRADE NAME Alumigrip Black Enamel 

Section II - HAZARDOUS INGREDIENTS 
Volume TLV 

INGREDIENT PERCENT 
PPM mg!M• 

Ethyl Acetate 18.8 400 1440 
Methyl Ethyl Ketone 19.4 200 590 
Toluene 13.5 100 375 
Xylene 3.1 100 435 
2-Ethoxy Ethyl Acetate 45.2 100 540 

.) 
;':Biuret of 1,6 Hexamethylen e Diisocya ~ate 

Section Ill - PHYSICAL DATA 

Catalyzed 1 to 1 By 
Volume with 92-C-3* 

VAPOR 
LEL • PRESfiURE 

~n mm g 

20° c 
2.2 76.0 
1.8 71.2 
1.27 38.0 
1.1 9.5 
1.7 1.2 

BOILING RANGE 167 to 329°f, VAPOR DENSITY W HEAVIER D LIGHTER. THAN AIR 

EVAPORATION RATE D FASTER [i] SLOWER. THAN ETHER PERCENT VOLATILE 
BY VOLUME 62. 8 

WEIGHT PER 
GALLON 8, 76 

Section IV- FIRE AND EXPLOSION HAZARD DATA 
· Combustible Liquid lQQOF .-2QQOF 0 

DOT CATEGORY Flammable Liquid 20DF .-100DF •@ · 
· · · · ·Non Flammable 0 

FLASHPOINT 46° F. T.C.C. 

EXTINGUISHING MEDIA Dry chemical or foam 

UNUSUAL FIRE AND EXPLOSION HAZARDS Do not expose to Spark or open flame 

.) 
6.-t:CIAL FIRE FIGHTING PROCEDURES Personnel who are fighting isocyanate fires should wear 

self-contained breathing apparatus. 

····-----------·--------------- ----·---------------------...------
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Section V- HEALTH HAZARD DATA 

THRESHOLD LIMIT VALUE 100 TO 400 PPM 
EFFECTSOFOVEREXPOSURE Eye & upper respiratory irritant 

EMERGENCYANDFIRSTAIDPROCEDURES If exposed to excess vapor, remove to fresh air and seek medical 

attention. If splashed on skin or in eyes, flush with large 

amounts of water and seek immediate medical attention. 

Section VI- REACTIVITY DATA 

sTABILITY D uNSTABLE 0.0 sTABLE coNDITIONSTOAVOID Excess heat and/or oxidizing materials 

INCOMPATABILITY(Materia/stoavoidJAVoid COntact With water, alcohol 

HAZARDOUS DECOMPOSITION PRODUCTS amines, and Other Compounds 

which react with isocyanates. 

HAZARDOUS POLYMERIZATION D MAYOCCUR llC1 WILL NOT OCCUR 
CONDITIONS TO AVOID 

Section VII- SPILL OR LEAK PROCEDURES 

STEPSTOBETAKENINCASEMATERIALISRELEASEDORSPILLED Affected area should be treated with an absorbing 

compound and then material placed in a tightly closed 
container. 

wASTEDISPOSALMETHoo In'iccordimce with local, state, and federal environmental control regulatio··,). 

Section VIII- SPECIAL PROTECTION INFORMATION 
RESPIRATORYPROTECTION Bureau of Mines approved mask for removal of particulate matter and charcoal 

.base for removal of solvent vapor. 

vENTILATION Sufficient to keep air supply above threshold limit values. 

PROTECTIVEGLOVES Rubber or PlastiC 
~YE PROTECTION Goggles 

OTHER PROTECTIVE EQUIPMENT Hypersensitive persons should use protective creams. 

Section IX- SPECIAL PRECAUT~ONS 
PRECAUTIONSTOBETAKENINHANDLINGANOSTORING Keep away from heat, Sparks and flames. 

OTHER PRECAUTIONS 

BOE-CS-0189883 


